
1.2m 1.2m 1.2m
1.5m 1.5m 1.5m 1.5m
1.65m 1.65m 1.65m 1.65m 1.65m 1.65m
1.8m 1.8m 1.8m 1.8m 1.8m 1.8m

2.1m 2.1m 2.1m 2.1m 2.1m 2.1m
2.4m 2.4m 2.4m 2.4m 2.4m 2.4m 2.4m 2.4m

3.0m

1.0m
1.2m 1.2m 1.2m

1.65m
1.8m 1.8m 1.8m

2.4m 2.4m 2.4m 2.4m
3.66m rnd 3.0m 3.0m 3.0m 3.0m
3.66m 1/2 3.66m 1/2 3.66m 1/2 3.66m 3.6m 3.6m 3.6m

Pressure Treated Green

UC4 Pro-Post

Pressure Treated Creosote

HALF ROUND POSTS & RAILS

MACHINE ROUND STOCK SIZES

40 mm 50 mm 60 mm 75 mm 85 mm 100 mm 125mm

POINTED STAKES, MID SIZE POSTS & HEAVY DUTY POSTS
150mm

100 mm 125mm 150mm 200mm

NON-POINTED BOLLARDS & POLES
100mm 1/2 110mm 1/2 75mm 1/2 85mm 1/2 100mm 1/2


